
44 Marion A 02739

Deluxe Grade Flagpoles -Internal Halyard Cam Cleat
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GRN SET INTERNAL HAL YARD
FOR ALUMINUM FLAGPOLES

MODEL ABV HGT TTL HGT TOP DIA BUT DIA WALL SATIN WHITE PC,S SHIPPING INSTL

APRX

$25.00 $100.00

$25.00 $125.00

$40.00 $250.00

$40.00 $300.00

$40.00 $400.00

$40.00 $400.00

$80.00 $650.00

BDE2051C 20FT
BDE2551C 25FT
BDE3051C 30FT
BDE3061C 30FT
BDE3551C 35FT
BDE3561C 35FT
BDE4071C 40FT

22FT
28FT
33FT
33FT
38FT
38FT
44FT

3"

3"

3"

3.5"

3"

3.5"

3,5"

5"

5"

5"

6"

5"

6"

7"

$700.00

$900.00

$1,050.00

$1,350.00

$1 ,250

$1,500.00

$2.000.00

$1,050.00 1

$1 ,200 1

$1,350 1

$1,700.00 1

$1.500.00 1

$1,900 1

$2,500.00 2
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	CONTENT: This is our most economical internal system, providing the same high security as our winch operated model but with the simplicity of a rope halyard.  A cam cleat is mounted inside the pole shaft.  A rope halyard passes from the cam cleat through the interior of the shaft and over the truck pulley.  The truck is the same revolving non-fouling type used in the winch-operated Guardian I.  The halyard is then attached to a beaded retainer ring and coated counterweight which permit lowering of the flag in all wind conditions.  A lockable flush mounted door provides access to the cam cleat and excess halyard is stored easily inside the pole shaft.  

In the table below, Economy Grade flagpoles are offered as a standard choice with cam-cleat internal halyard.  Flagpoles with exposed heights greater than 40 feet should use a winch internal halyard system.

Internal halyard is available on any pole with a butt diameter of 5" or greater.


